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Setting Out Foundation Holes for Standard Range of Glass Clear

Canopies

PLAN VIEW (from above canopy)

Rear Wall-plate face (fixed to
adjacent wall/structure)
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(Supp.ting | (Suppt. Pst. | (Suppt. Pst. | (Suppt. Pst.- | (Suppt. Pst. | Found.n
Post Hole Centres) @ Centres) @ Centres) @ Centres) @ Holes
Centres) 5 degrees 10 degrees | 15 degrees | 20 degrees
21mWx15mP | 2.025mm | 1,538mm 1,528mm 1,498mm 1,458mm 2
28mWx15mP | 2,725mm | 1,538mm 1,528mm 1,498mm 1,458mm 2
3/smwx15mP | 1,712mm | 1,538mm 1,528mm 1,498mm 1,458mm 3
42mWx15mP | 2,062mm | 1,538mm 1,528mm 1,498mm 1,458mm 3
49mW x1.5mP | 2,412mm | 1,538mm 1,528mm 1,498mm 1,458mm 3
56mWx1.5mP | 2762mm | 1,538mm 1,528mm 1,498mm 1,458mm 3
6.3mWx15mP | 2,075mm | 1,538mm 1,528mm 1,498mm 1,458mm 4
7.0mWx15mP | 2.308mm | 1,538mm 1,528mm 1,498mm 1,458mm 4
7./mWx15mP | 2541mm | 1,538mm 1,528mm 1,498mm 1,458mm 4
84mW x1.5mP | 2, 775mm | 1,538mm 1,528mm 1,498mm 1,458mm 4
9.1mWx15mP | 3,008mm | 1,538mm 1,528mm 1,498mm 1,458mm 4
9.8mW x1.5mP | 2,431mm | 1,538mm 1,528mm 1,498mm 1,458mm 5
10.5mW x15mP | 2,606mm | 1,538mm 1,528mm 1,498mm 1,458mm 5
2ImWx20mP | 2,025mm | 2,038mm 2,018mm 1,978mm 1,928mm 2
28mW x2.0mP | 2,725mm | 2,038mm 2,018mm 1,978mm 1,928mm 2
35mWx20mP | 1,712mm | 2,038mm 2,018mm 1,978mm 1,928mm 3
42mW x2.0mP | 2,062mm | 2,038mm 2,018mm 1,978mm 1,928mm 3
49mW x2.0mP | 2,412mm | 2,038mm 2,018mm 1,978mm 1,928mm 3
56mW x2.0mP | 2,762mm | 2,038mm 2,018mm 1,978mm 1,928mm 3
6.3mWx20mP | 2,075mm | 2,038mm 2,018mm 1,978mm 1,928mm 4
7.0mW x20mP | 2,308mm | 2,038mm 2,018mm 1,978mm 1,928mm 4
7.7mW x20mP | 2541mm | 2,038mm 2,018mm 1,978mm 1,928mm 4
84mW x2.0mP | 2,775mm | 2,038mm 2,018mm 1,978mm 1,928mm 4
9.1mW x2.0mP | 3,008mm | 2,038mm 2,018mm 1,978mm 1,928mm 4
9.8mWx20mP | 2,431mm | 2,038mm 2,018mm 1,978mm 1,928mm 5
10.5mWwW x2.0mP | 2,606mm | 2,038mm 2,018mm 1,978mm 1,928mm 5
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38mm ! A | A | A | A !l 38mm
D N M
Canopy Size Dim. A Dim. B Dim. B Dim. B Dim. B Qty.
(Supp.ting | (Suppt. Pst. | (Suppt. Pst. | (Suppt. Pst.- | (Suppt. Pst. | Found.n
Post Hole Centres) @ Centres) @ Centres) @ Centres) @ Holes
Centres) 5 degrees 10 degrees | 15 degrees | 20 degrees
21mW x25mP | 2.025mm | 2,538mm 2,508mm 2,458mm 2,398mm 2
28mWx25mP | 2,725mm | 2,538mm 2,508mm 2,458mm 2,398mm 2
35mwx25mP | 1,712mm | 2,538mm 2,508mm 2,458mm 2,398mm 3
42mW x25mP | 2,062mm | 2,538mm 2,508mm 2,458mm 2,398mm 3
49mW x25mP | 2,412mm | 2,538mm 2,508mm 2,458mm 2,398mm 3
56mW x25mP | 2, 762mm | 2,538mm 2,508mm 2,458mm 2,398mm 3
6.3mW x25mP | 2,075mm | 2,538mm 2,508mm 2,458mm 2,398mm 4
7.0mWx25mP | 2.308mm | 2,538mm 2,508mm 2,458mm 2,398mm 4
7.7mWx15mP | 2,541mm | 2,538mm 2,508mm 2,458mm 2,398mm 4
84mW x1.5mP | 2, 775mm | 2,538mm 2,508mm 2,458mm 2,398mm 4
9.1mWx15mP | 3,008mm | 2,538mm 2,508mm 2,458mm 2,398mm 4
9.8mW x1.5mP | 2,431mm | 2,538mm 2,508mm 2,458mm 2,398mm 5
105mW x1.5mP | 2,606mm | 2,538mm 2,508mm 2,458mm 2,398mm 5
2ImWx3.0mP | 2,025mm | 3,038mm 2,998mm 2,948mm 2,868mm 2
28mW x3.0mP | 2,725mm | 3,038mm 2,998mm 2,948mm 2,868mm 2
35mwWx3.0mP | 1,712mm | 3,038mm 2,998mm 2,948mm 2,868mm 3
42mW x3.0mP | 2,062mm | 3,038mm 2,998mm 2,948mm 2,868mm 3
49mW x3.0mP | 2,412mm | 3,038mm 2,998mm 2,948mm 2,868mm 3
56mW x3.0mP | 2,762mm | 3,038mm 2,998mm 2,948mm 2,868mm 3
6.3mW x3.0mP | 2,075mm | 3,038mm 2,998mm 2,948mm 2,868mm 4
7.0mW x3.0mP | 2,308mm | 3,038mm 2,998mm 2,948mm 2,868mm 4
7.7mWx15mP | 2.541mm | 3,038mm 2,998mm 2,948mm 2,868mm 4
84mW x1.5mP | 2, 775mm | 3,038mm 2,998mm 2,948mm 2,868mm 4
9.1mW x1.5mP | 3,008mm | 3,038mm 2,998mm 2,948mm 2,868mm 4
9.8mWx15mP | 2,431mm | 3,038mm 2,998mm 2,948mm 2,868mm 5
10.5mW x1.5mP | 2,606mm | 3,038mm 2,998mm 2,948mm 2,868mm 5
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38mm ! A A | A | A !l 38mm
D N M
Canopy Size Dim. A Dim. B Dim. B Dim. B Dim. B Qty.
(Supp.ting | (Suppt. Pst. | (Suppt. Pst. | (Suppt. Pst.- | (Suppt. Pst. | Found.n
Post Hole Centres) @ Centres) @ Centres) @ Centres) @ Holes
Centres) 5 degrees 10 degrees | 15 degrees | 20 degrees
2ImWx35mP | 2,025mm | 3,538mm 3,498mm 3,428mm 3,338mm 2
28mW x35mP | 2,725mm | 3,538mm 3,498mm 3,428mm 3,338mm 2
35mWx35mP | 1,712mm | 3,538mm 3,498mm 3,428mm 3,338mm 3
42mW x35mP | 2,062mm | 3,538mm 3,498mm 3,428mm 3,338mm 3
49mW x35mP | 2,412mm | 3,538mm 3,498mm 3,428mm 3,338mm 3
56mW x35mP | 2,762mm | 3,538mm 3,498mm 3,428mm 3,338mm 3
6.3mW x3.5mP | 2,075mm | 3,538mm 3,498mm 3,428mm 3,338mm 4
7.0mWx35mP | 2,308mm | 3,538mm 3,498mm 3,428mm 3,338mm 4
7.7mW x35mP | 2541mm | 3,538mm 3,498mm 3,428mm 3,338mm 4
84mW x3.5mP | 2, 775mm | 3,538mm 3,498mm 3,428mm 3,338mm 4
9.1mWx35mP | 3,008mm | 3,538mm 3,498mm 3,428mm 3,338mm 4
9.8mWx35mP | 2.431mm | 3,538mm 3,498mm 3,428mm 3,338mm 5
105mW x3.5mP | 2.606mm | 3,538mm 3,498mm 3,428mm 3,338mm 5
3.ImWx4.0mP | 3,025mm | 4,028mm 3,988mm 3,908mm 3,808mm 2
42mW x4.0mP | 2,062mm | 4,028mm 3,988mm 3,908mm 3,808mm 3
52mW x4.0mP | 2,562mm | 4,028mm 3,988mm 3,908mm 3,808mm 3
6.3mW x4.0mP | 2,075mm | 4,028mm 3,988mm 3,908mm 3,808mm 4
74mW x4.0mP | 2,441mm | 4,028mm 3,988mm 3,908mm 3,808mm 4
84mW x4.0mP | 2,775mm | 4,028mm 3,988mm 3,908mm 3,808mm 4
9.0mW x4.0mP | 2,975mm | 4,028mm 3,988mm 3,908mm 3,808mm 4
9.4mW x4.0mP | 2,331mm | 4,028mm 3,988mm 3,908mm 3,808mm 5
10.0mW x4.0mP | 2.481mm | 4,028mm 3,988mm 3,908mm 3,808mm 5
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